
Code 
mandrel/ 

tige

Code 
collar/ 
bague

Grip range/ 
Serrage en 

mm
A C G

0B N1 15,5-17,4 23,1 16 9,52
0B N2 18,5-20,5 23,1 16 12,7
1B N1 17,9-19,7 23,1 19,05 9,52
1B N2 20,0-23,5 23,1 19,05 12,7
2B N1 21,3-23,1 23,1 22,2 9,52
2B N2 20,6-25,6 23,1 22,2 12,7
2B N3 23,2-27,2 23,1 22,2 15,87
3B N1 24,5-25,9 25,9 25,4 9,52
3B N2 24,5-28,7 25,9 25,4 12,7
3B N3 25,8-30,4 25,9 25,4 15,87
4B N1 31,2-32,6 31,2 31,2 9,52
4B N2 31,2-34,2 31,2 31,2 12,7
4B N3 31,2-36,5 31,2 31,2 15,87
4B N4 35,8-42,5 31,2 31,2 25,8

Ø hole/perçage: 10,3 
B: 5,08 
D: 5,5 
E: 9,85 
F: 3,94 
H: 25,4 
Tensile/traction: 
20000 N 
Shear/cisaillement: 
14000N 
 
 
 
 
 
 
 
 
 
 
 

Sélectionnez votre plage de serrage pour déterminer le produit à utiliser 
(tige + bague). 

Mandrel extra large head 
Tige tête extra large 

Il s’agit d’un boulon à haute résistance Riv-Elit® composé de deux pièces à visser pour fixer du contreplaqué et 
des plaques en polyfond pour la fabrication des conteneurs ou des fourgons de camions. Il offre une grande 
résistance au cisaillement et à la traction. Parfaitement étanche, il ne nécessite pas d ’outil de pose particulier. 

Color/ 
Couleur Code Ø  mm

white/blanc 0B 10,0
black/noir 1B 10,0
blue/bleu 2B 10,0

yellow/jaune 3B 10,0
red/rouge 4B 10,0

BOULON A BAGUE A VISSER POUR FIXER 
  CONTREPLAQUE ET POLYFOND 

74 

HIGH STRENGTH REMOVABLE BOLTING SYSTEM  

It is a structural two-piece fastener from Riv-Elit® range designed to join composite panels to 
metal vehicle panels. Its sealing washer under the head ensures high resistance to vibration and 
waterproof. It requires access from both sides of the support.  
 
Possible applications: containers, HGV, trailers, interior insulation. 

To determine your product, please select the grip range (mandrel + collar). 

Steel/Steel 
 
 
Extra large head 

Acier/Acier 
 
 
Tête extra large 

HIGH STRENTH BOLTING SYSTEMS 
BOULONS DE STRUCTURE NON-AVEUGLES 




